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Misting up to 20 ft
from the ground 

to target mosquito 
harbourage zones.

E-128 1 Gallon     |     E-320 2.5 Gallon     |     E-320MC 2.5 Gallon     |     E-512 4 Gallon     |     E-512MC 4 Gallon     |     E-1024 8 Gallon

$438.00 USD $479.00 USD $531.95 USD $555.00 USD $775.65 USD$499.95 USD

https://www.npdproducts.com/us/all-boss-eliminator-usa
http://npdproducts.com
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 18 Volt Rechargeable Battery: Full charge within 90 Minutes. 
Providing 1 day operation minimum.

Equipped with HDP Tips: High Density Proximity Tips provide 
a topical misting saturation that blankets your surfaces with a 
precise amount of diluted active ingredient solution. By example, the 
HDP-M18-30 was developed for Mosquito treatments, reaching heights 
of 20 feet when using extension wand.

Features:

Liquid Outputs: From: 3.3oz/100Mls to 
50oz/1500mls per Minute.

Output Tip Pressures: From: 20 PSI to 55 PSI.

 Intelligent Circuit Board Technology:

2 - Fixed Output Speed Selections I or II: 
Distances are from: 12 Inches to 26 feet, depending 
on tip selection and the output speed selected.

The Boss Eliminator Spray Applicator Series are designed to provide a 
low volume liquid output at low pressures, meeting many chemical label 
requirements. Applicators have 2 Fixed Output Speeds to choose from, 

allowing for consistent calibration with each Spray Tip you select.

Extension Wand 
PDS-046-HD
20-39 in

Two Fixed 
Output Speeds

· Speed I: Output volumes as low as 
3.3OZ/100mls per minute.

· Speed II: Misting Heights up to 20 
feet high when using extension wand.

http://npdproducts.com
https://www.npdproducts.com/us/all-boss-eliminator-usa
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Contents:
1 - Heavy Duty Harness: With Comfort Belt and 

Trigger Gun Holster Right/Left-Handed 
2 – High Density Misting Proximity Tips 
HDP-M1.5 and HDP-M18-30

1 – Extension Wand PDS-046-HD (20-39 in )
1 – 120 Volt Charger
1 – 18 Volt Battery Lithium Ion
1 – 03 Pin and Cone Tip – used with Speed I 

1 – 08 Pin and Cone Tip – used with Speed II 

1 – 8001 Fan Tip – used with Speed I 

1 – 8002 Fan Tip – used with Speed I

Use Speed I with these spray tips:

· HDP-M1.5 High Density Proximity Tip: Misting  
3.3oz (100ml) per minute 50PSI

· 03 Pinpoint 
17.5oz (520ml) per minute 38PSI

· 03 Cone Mist 
9.5oz (280ml) per minute 50PSI

· 8001 Fan Tip 
14oz (420ml) per minute 35PSI

· 8002 Fan Tip 
20oz (600ml) per minute 30PSI

Single Battery Charge - Performance
Total Run Time on 1 Battery Charge = 4.7 Hours
Total Full Tanks Dispensed - 15.75 = 38.5 gal
Using 03 Pin Stream

Use Speed II with these spray tips:

· HDP-M18-30 High Density Proximity Tip:
27oz (800ml) per minute 95PSI

· 08 Pinpoint 
50oz (1500ml) per minute 50PSI

· 08 Cone Mist 
40oz (1200ml) per minute 75PSI

Single Battery Charge - Performance
Total Run Time on 1 Battery Charge = 1.37 Hours
Total Full Tanks Dispensed - 7 = 17.5 gal
Using HDP-M18-30 Mosquito Tip

SPRAY TIP PERFORMANCE
F L O W  A N D  P R E S S U R E  R A T E S 

HDP-M1.5 High Density 
Proximity Tip

Comfort Belt and 
Trigger Gun Holster 
Right/Left-Handed

Heavy Duty Harness 
For overshoulder hose 
placement

HDP-M18-30 High 
Density Proximity Tip

All tip ratings are approximate, operating technician should 
perform an independent calibration of their sprayer.
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